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Created: June 29th, 2012

Block Off Cap Installa on Instruc ons For -76000, 76001, 76002, 76003
• Remove red nut from one end of the line splice.
• Install 5031 O-ring seal on end where nut was removed.
• Apply red thread locker on side that will accept 6050 Block off Cap.
• Finger ghten, using 7/8”(22mm) wrench on nut and torque to max of 25 -lbs

Block Off Cap Installa on Instruc ons For -76011
• Remove red nut from one end of the line splice.
• Install 5032 O-ring seal on end where nut was removed.
• Apply red thread locker on side that will accept 6051 Block off Cap.
• Finger ghten, using 1” (25mm) wrench on nut and torque to max of 25 -lbs
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BLOCK OFF CAP INSTALLATION INSTRUCTIONS FOR
76000, 76001, 76002, 76003

• Remove red nut from one end of the line splice

• Install 5031 O-ring seal

• Apply red thread locker on side that will accept 6050 

  Block off cap

• Finger tighten, using 7/8”(22mm) wrench on nut and 

  torque to max of 25 ft-lbs

BLOCK OFF CAP INSTALLATION INSTRUCTIONS FOR
76011

• Remove red nut from one end of the line splice

• Install 5032 O-ring seal on end where nut was removed

• Apply red thread locker on side that will accept 6051 

  Block off cap

• Finger tighten, using 7/8”(22mm) wrench on nut and 

  torque to max of 25 ft-lbs

0117

Revised: July 24th, 2018

Fax:905-335-0327
Phone:1-800-651-7445

E-mail:info@fmsiinc.com
http://www.fmsiinc.com


