
Introducing the innovative Fluid�Line Kwik Connect fittings, a cutting�edge solution for seamlessly joining 
steel, cupro nickel, PVF & nylon tubing. With a remarkable 275 psi working pressure and an impressive 
1100 psi burst strength, these fittings ensure robust and reliable connections in various applications. What 
sets Fluid�Line apart is its user�friendly design – no special tools are required. The push�to�connect feature 
simplifies installation, saving valuable time and effort. Whether you're working with steel or nylon tubing, 
Fluid�Line Kwik Connect fittings offer a hassle�free and efficient solution for fluid systems, providing a 
secure and durable connection every time.
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0358- MASTER FLUID LINE Kwik-Connect (STD/MET) ASSORTMENT
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MAKE SURE TO REAM TUBE BEFORE USE

Total Pcs: 32

(ENG) (FRE)

1) Cut section of damaged and leaking tube using a tuber cutter, leaving a minimum of 2” of
     straight tube.
2) Debur both ends of tube, outside diameter using FMSI# CT-208 or 5429 Tube Reamer and Deburring
    tool or similar.
3) Use Scuff pad and clean outside of tube on both sides of joiner in a circular motion to avoid
    longitudinal lines.
4) Slide Kool-Air Kwik Connect Joiners onto cleaned and deburred tube. Push until stopped.

TUBE JOINER  INSTALLATION INSTRUCTIONS

SAFETY & PREPARATION
Line splice installation for qualified repair Technicians. Use Safety glasses and gloves.  
CAN BE USED WITH STEEL, NYLON & ALUMINUM TUBING. (NOT FOR USE ON AC)

1) Coupez la section du tube endommagé et qui fuit à l'aide d'un coupe-tube, en laissant un
    minimum de 2 pouces de tube droit.
2) Ébavurez chaque extrémité du tube, à l'intérieur et à l'extérieur à l'aide de l'alésoir et de l'outil de
    débourrage FMSI # CT-208 ou 5429 ou similaire.
3) Utilisez un tampon abrasif et nettoyez l'extérieur du tube des deux côtés de l'union dans un
    mouvement circulaire pour éviter les lignes longitudinales.
4) Faites glisser les connecteurs Kool-Air Kwik Connect sur le tube nettoyé et ébavuré. Poussez jusqu'à
    l'arrêt.

INSTRUCTIONS D'INSTALLATION DE L'UNION

Installation de l'union pour les techniciens de réparation qualifiés. Utilisez des lunettes et des gants de 
sécurité. 
À UTILISER AVEC DES TUBES EN STEEL, NYLON ET ALUMINIUM. PAS POUR NOUS SUR LA 
CLIMATISATION.
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For USE WITH  STEEL  •  NYLON, 
vacuum   •  COPPER NICKEL  • COPPER  TUBING.

275psi  Working Pressure (1100 psi  Burst)
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MAKE SURE TO REAM TUBE BEFORE USE

Total Pcs: 16

(ENG) (FRE)

1) Cut section of damaged and leaking tube using a tuber cutter, leaving a minimum of 2” of
     straight tube.
2) Debur both ends of tube, outside diameter using FMSI# CT-208 or 5429 Tube Reamer and Deburring
    tool or similar.
3) Use Scuff pad and clean outside of tube on both sides of joiner in a circular motion to avoid
    longitudinal lines.
4) Slide Kool-Air Kwik Connect Joiners onto cleaned and deburred tube. Push until stopped.

TUBE JOINER  INSTALLATION INSTRUCTIONS

SAFETY & PREPARATION
Line splice installation for qualified repair Technicians. Use Safety glasses and gloves.  
CAN BE USED WITH STEEL, NYLON & ALUMINUM TUBING. (NOT FOR USE ON AC)

1) Coupez la section du tube endommagé et qui fuit à l'aide d'un coupe-tube, en laissant un
    minimum de 2 pouces de tube droit.
2) Ébavurez chaque extrémité du tube, à l'intérieur et à l'extérieur à l'aide de l'alésoir et de l'outil de
    débourrage FMSI # CT-208 ou 5429 ou similaire.
3) Utilisez un tampon abrasif et nettoyez l'extérieur du tube des deux côtés de l'union dans un
    mouvement circulaire pour éviter les lignes longitudinales.
4) Faites glisser les connecteurs Kool-Air Kwik Connect sur le tube nettoyé et ébavuré. Poussez jusqu'à
    l'arrêt.

INSTRUCTIONS D'INSTALLATION DE L'UNION

Installation de l'union pour les techniciens de réparation qualifiés. Utilisez des lunettes et des gants de 
sécurité. 
À UTILISER AVEC DES TUBES EN STEEL, NYLON ET ALUMINIUM. PAS POUR NOUS SUR LA 
CLIMATISATION.
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For USE WITH  STEEL  •  NYLON, 
vacuum   •  COPPER NICKEL  • COPPER  TUBING.

275psi  Working Pressure (1100 psi  Burst)

KWIK-CONNECTKWIK-CONNECT

N i c k e l  P l a t e d  F L U I D  L I N E  K W I K - C O N N E C T S

MASTER FLUID LINE Kwik-Connect (STD/MET) 
r e p a i r s  F U E L , T R A N S M I S S I O N , O I L  C O O L E R ,  T U R B O ,  

P O W E R  S T E E R I N G  ( R E T U R N )  &  G A U G E  l i n e s
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KEEP IT FLOWING WITH FLUID LINE KWIK-CONNECT 
— Our Cutting-Edge Joining Solution —

F L U I D  L I N E

R E P A I R  A S S O R T M E N T S  STANDARD     •     METRIC 

CAN BE USED 

(NOT FOR USE ON AC
OR BRAKE)

WITH
 STEEL, NYLON, 

CN & PVF
 TUBING. 

PART #: DESCRIPTION (METRIC)     

9020 4MM KWIK-CONNECT
9021 6MM KWIK-CONNECT
9022 8MM / 5/16” KWIK-CONNECT
9023 10MM KWIK-CONNECT
9024 12MM KWIK-CONNECT
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PART #: DESCRIPTION (STANDARD)     

9001  1/8” KWIK-CONNECT

9002  1/4” KWIK-CONNECT

9022 8MM / 5/16” KWIK-CONNECT

9003  3/8” KWIK-CONNECT

9004  1/2” KWIK-CONNECT

9005  5/8”/ 16MM KWIK-CONNECT

9006  3/4”/ 19MM KWIK-CONNECT
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